Wood HE43-2 Security
SECURITY CHIMNEYS INTERNATIONAL
Service Replacement Parts List
Models HE43N-2 and HE43BN-2
Listed to ULC-S610, UL-127and ASTM 2558
EPA Low-Mass Wood-burning Fireplace Phase 2 Qualified
MODEL YEARS: 2009 to Present
Iltem Part/Cat.No Description
FIREBOX
1 PR-SR2028 Refractory
2 PR-SR2027 Back Refractory
3 PR-SR2025D Right Side Refractory
4 PR-SR2025G Left Side Refractory
5 PR-SR1722 Bottom Refractory
6 PR-SR2026 Front Refractory Ash Lip
7 H7706 Log Support Grate
8 PR-SR15P Top Louver
9 PR-SR15P Bottom Louver
10 PR-PIVOT Louver Hinges
11 PR-PARETIND-1 Rigid Firescreen (Right)
12 PR-PARETING-1 Rigid Firescreen (Left)
13 PR-SR2060GNO Black Door (Left)
14 PR-SR2060DNO Black Door (Right)
15 PR-SR2060GBN Brushed Nickel Plated Door (Left)
16 PR-SR2060DBN Brushed Nickel Plated Door (Right)
17 PR-SAC69 Wooden Handle
18 70K99 Touch-up Paint, Aerosol, Black Metallic
19 PR-VC10 Ceramic Glass Panel
VTU Snap Disc, Blower
20 PR-COGR2035 Door Gasket, 31" see note below (See Note 1)
21 PR-COGR2035A Door Gasket, 16" see note below (See Note 1)
PR-SR1685A Horizontal Glass Gasket (for black and gold plated doors)
PR-SR1685B Vertical Glass Gasket (for black and gold plated doors)
PR-1SO2748 Upper-Side-Lower Glass Gasket (for nickel plated doors) (See Note 2)
22 PR-SR2798 Damper

*ITEM NOT DISPLAYED ON DRAWING
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Wood HE43-2 Security

(1) Note: To order the complete gasket set to seal
one door, order 1 each

P/N PR-COGR2035 (31") and 1 each P/N PR-
COGR2035A (16").

(2) Note: To order a complete gasket set to seal
one glass on a nickel plated door, order three
each P/N PR-1ISO2748 .
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